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AAAdddmmmiiinnniiissstttrrraaatttiiivvveee 

Before Operation Inspection 

1. Inspect the UCD for damaged or missing parts

2. Power on the UCD by depressing the trigger

3. Observe the welcome screen on the LCD

4. Standby screen appears within five seconds

After Operation Inspection 

1. Power off UCD holding  and 
 keys simultaneously to turn power off 

2. Remove batteries if storing UCD

3. Clean and inspect the UCD

Adjust LCD Contrast holding      or     keys from the 
Main Menu for 3 seconds. 
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UUUCCCDDD   BBBaaatttttteeerrryyy   IIInnnssstttaaallllllaaatttiiiooonnn 

1. Obtain two 1.5 Volt AA batteries

2. Loosen the two thumb screws located on the
bottom of the Pistol Grip.

3. Remove the Grip Extension.

4. Remove the exhausted AA batteries.

5. Inspect the battery compartment for corrosion
and damage. Clean as required.

6. Insert new AA batteries into the battery
compartment, paying close attention to the
polarity (+) and the (-) terminals.

7. Ensure gasket is not damaged, and position
Grip Extension correctly over the battery
compartment.

8. Carefully align the thumb screws with their
threaded holes.

9. Tighten the thumb screws, (do not over tighten).

10. Power on the UCD by depressing the trigger.

To save battery power the backlight comes on 
automatically when any button is pushed and will 
stay on for 15 seconds.  
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FFFuuunnnccctttiiiooonnnsss 

Navigate UCD Menu press      or      Keys. 
Make a selection with the Enter Key. 

CAUTION:  In any menu when the trigger is 
depressed a MILES code is transmitted. 

Confirm player identification and UCD BATT status 

Conduct a Built in Test (BIT) 

Decode MILES Messages 

To read a message within the Functions Decode 
Menu, press the      or     Keys. Press the Enter 
Key to clear messages and reset counts.  
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LED Hit Indicator 
RED = Kill 

Yellow= Near Miss 

Menu Selection Keys 
Up / Down / Enter 

Infrared Data Port 

LCD Screen

Grip 
Extension 

AA 
Batteries 

UCD Hand 
Grip 

MAIN 
FUNCTIONS 

FUNCTIONS 
STATUS 

PID 0001 
BATT OK 
3.01 VDC 

FUNCTIONS 
BIT TEST 

 BIT PASS 

FUNCTIONS 
DECODE 

MILES RX 
RECEIVED 

0 

TOTAL 
WORDS 

0 

GTA 23-01-005



AAAdddmmmiiinnniiissstttrrraaatttiiivvveee 

Navigate UCD Menu press the     or     Keys.  
Make a selection with the Enter Key.  

CAUTION:  In any menu when the trigger is 
depressed a MILES code is transmitted. 
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MMMIIILLLEEESSS   TTTrrraaannnsssmmmiiittt   SSSeeettttttiiinnngggsss 

Navigate UCD Menu press the     or     Keys.  
Make a selection with the Enter Key.  

CAUTION:  In any menu when the trigger is 
depressed a MILES code is transmitted. 

  

   

1. 37 different MILES codes and functions

2. Press Enter Key to move desired field

3. Use the     or     to change your selection

00. UNIV KILL
01. HELL FIRE
02. UNASSIGNED
03. AT-3
04. UNASSIGNED
05. UNASSIGNED
06. UNASSIGNED
07. TOW
08. DRAGON
09. F&F / JAVELIN
10. 125MM
11. CLAYMORE
12. 105 MM
13. 122 MM
14. ROCKET
15. AT-4
16. 120 MM
17. 90MM
18. 152MM

19. GRENADE 40MM
20. SMAW
21. 30MM
22. 25MM
23. VULCAN
24. HEAVY MG
25. CHAPARRAL
26. STINGER
27. SMALL ARMS
28. HEAVY MISS
29. LIGHT MISS
30. RESURRECT
31. HEAVY SPR MS
32. RF SAM
33. SA-14
34. AAA-2 30MM
35. ADMIN
36. RESET
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SSSeeettttttiiinnngggsss 

Navigate UCD Menu press the       or    Keys.  
Make a selection with the Enter Key.  

CAUTION:  In the main menu when the trigger is 
depressed a MILES code is transmitted. 

 

NOTE 
When the User is working in the MILES 2K mode, point 
the UCD barrel at the TDTD port on the MILES 2K device 
and pull the trigger to transfer Data. 
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MMMIIILLLEEESSS   222000000000 

Navigate UCD Menu press the       or     Keys.  
Make a selection with the Enter Key.  

CAUTION:  In any menu when the trigger is 
depressed a MILES code is transmitted. 
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ADMIN TX 
UNIV KILL 

Universal 
Kill 

ADMIN TX 
TIME SYNC 

MILES 
Time Sync  

ADMIN TX 
CTRL OFF

Control Mode 
OFF 

ADMIN TX 
NEAR MISS 

Near Miss 

Sets Player ID 
to even PID 

ADMIN TX 
BLUFOR 

Sets Player ID 
to odd PID 

ADMIN TX 
OPFOR 

ADMIN TX 
CTRL ON 

Control Mode 
ON  

ADMIN TX 
RESET 

RESET 

ADMIN TX 
RESURRECT 
 

RESURRECT 

MAIN 
MILES TX 

W (00) – (36) = Weapon or 
Administrative Selection 

SMALL  ARMS 

W-27 N-SEQ 

P-3296  A 

N=SEQ or 1-128 
(Sequences or Words) 

P – 0-3300 Player 
Identification 

A=Ammo (A) – (P) User 
Selection 

SETTINGS 
LASER PWR 

MAIN 
SETTINGS 

LASER POWER 
HIGH 

LASER POWER 
LOW 

SETTINGS 
SET SOUND 

SOUND ON 

SOUND OFF 

SETTINGS 
OFF TIMER 

OFF TIMER 
(5) 

1-60 Min 

SETTINGS 
SET PID 

SET PID 
P-0001 E 
0-3300 

SETTINGS 
SET TIME 

SET TIME 
16:06:57 

24 MAR 06 

MAIN 
MILES 2K 

MILES 2K 
OPFOR 

Sets to odd  
PID 

MILES 2K 
BLUFOR 

Sets to even  
PID 

MILES 2K 
CTRL OFF 

Sets CTRL 
Mode OFF 

MILES 2K 
CTRL ON 

Sets CTRL 
Mode ON 

AT4 
0-9 rounds 
0-15 sec 
reload 

RND 1 TIM 1 
ATWESS / 
DRYFIRE 

MILES 2K 
AT4 

Date/Time 
Transfer 

MILES 2K 
CLEAR EV 

CLEAR 
EVENT 

MILES 2K 
SET PID 

SET M2K PID 
PID 2641-5280 

MANWORN 

SET M2K PID 
PID 1-2640 
VEHICLE 

MILES 2K 
TIME SYNC 

ADMIN TX 
CLEAR EV 

CLEAR 
 EVENTS 

MILES 2000


