
Harness Operation and 
SAT Installation/Alignment 
1 INSERT HCU BATTERIES 

a. Unscrew and remove cap.
b. Insert two CR123 batteries into

compartment; (+) side first.
c. Attach and tighten battery cap.
d. HCU will power on (Built in

Test).
2 VERIFY HCU BIT 

a. Press each key as directed.
b. Harness powers up in a cheat

kill condition. Controller may
reset, time sync & clear events
at this time.

NOTE: If keys are not pressed, 
ignore ‘BIT Failed Keypad’. 

3 INSERT SAT BATTERY 
a. Unscrew and remove cap.
b. Insert one 3.6v SAT lithium

battery into compartment;
(+) side first.

c. Attach and tighten battery cap.
SAT LED one RED flash; battery
‘OK’.

4 PLACE HARNESS ON 
a. Position harness over shoulders

and torso; HCU positioned in
front.

b. Adjust and secure harness
straps.

5 PLACE HALO ON 
a. Position halo over helmet.

Ensure halo amplifier module is
center and rear of helmet.

b. Adjust and secure hook straps.
c. Press BIT button;

HCU displays:

(+) 

<ENTER>   <i>        <UP>  <DOWN> 

RESET
01   __:__:__

01  15:43:40
EVENTS CLEAR

01  15:43:10
TIME SYNC

(+) 

Halo BIT Button 

01  15:44:10
HALO BATT GOOD

HCU  
Position 
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Harness Operation and 
SAT Installation/Alignment 
6 IDENTIFY CORRECT 

SAT FOR WEAPON 

7 INSTALL CODE 27 SAT 
a. Loosen SAT Picatinny rail

clamp screw.
b. Place/Slide SAT; shooter’s

left or right side of weapon
Picatinny rail (toward front
on rail; laser arrow pointing
toward front).

c. Torque tighten SAT clamp
screw using gold torque
driver (20 in-lb); keep SAT
square to rail.

d. Ensure BFA is correctly
installed (For M249 only,
rotate BFA gas port pin hole
towards SAT).

INSTALL CODE 24 SAT 
a. Mount Band Clamp on top of

cooling jacket. 
b. Torque tighten SAT Band Clamp 

using red torque driver (60 in-
lb).

c. Mount SAT onto Band Clamp.
d. Torque tighten SAT mount set

screw using gold torque driver
(20 in-lb).

Code 24 SAT on M2/M2A1 

  Code 27 SAT on M16/M4      Code 27 SAT on M249    Code 27 SAT on M240 

8 SAT-HARNESS ASSOCIATION 
a. Place weapon “Port Arms” so that SAT

rear window is in line-of-sight to Comms
module and a detector at least 10” away.

b. At HCU: Press <i>, <i>; then <up>.
c. Press <enter>, flashing green

front LED; HCU displays:
Press <enter>, HCU displays:

d. Harness beeps to acknowledge
SAT enabled, HCU displays:

9 ALIGN SAT IN ACCORDANCE WITH SAT MAJiK QUICK REFERENCE CARD 

WEAPON NOT READY
ENTER TO ENABLE

POSITION WEAPON 
TO ASSOCIATE

C1320 ALIVE
WEAPON READY

Comms 
Module 

Detector 

Black SAT 
Code 27:  
M4, M16, 
M249, M240

Tan SAT 
Code 24: 
M2, M2A1 

Pin Hole 
M249 BFA 
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