SECTION IV

NET MEMBER
CUE LATE NET ENTRY

Use to establish communications with a frequency hopping (FH) net.


To establish FH communications, you must have HOPSET, 

COMSEC, and MAN channel loaded prior to starting the CUE procedures.

1.
Load CUE frequency in CUE channel.


a.
Set FCTN to LD, MODE to FH, CHAN to CUE, RF to



appropriate power level (HI or PA).





b.
Press keyboard FREQ, CLR, number buttons of



frequency, and STO.

NET MEMBER 

CUE LATE NET ENTRY

(Continued)

2.
Initiate CUE call.  Set COMSEC to PT, key handset for 4 to 6 seconds, then reset COMSEC to CT.  If the NCS or ALT NCS does not respond within 30 seconds, initiate the CUE call again.  The NCS or ALT NCS will not receive your CUE signal when anyone is talking on the net.  Repeat these procedures every 30 seconds until the NCS or ALT NCS responds to your call.


NCS/ALT:  UNKNOWN STATION THIS IS (Call Sign) -






OVER.


Caller:  (   ) This is (   ) - REPORTING INTO NET - 





OVER.


NCS/ALT:  (   )  This is (   ) - MEET ME ON MANUAL 






CHANNEL - OUT.

3.
Set CHAN to MAN and follow NCS/ALT NCS 


Instructions for cold start.

· HF nnn displayed - PRESS STO, 1; set CHAN.

· n = numbers.      TO 1, set FCTN to SQ ON.

4.
Begin normal radio communications.

PAGE  
D-35

_919086213.unknown

