SECTION VII
NCS OPERATION



1.
NCS BEFORE OPERATIONS.  (Refer to Net Member Operations.)


a.
Preset controls.  (Page 1)


b.
Test RT circuits.  (Page 2)


c.
Load manual channel.  (Page 4)


d.
Load CUE channel.  Set channel switch to 
CUE.  Repeat manual channel 



loading procedures.  (Page 4)


e.
Load TEK.  (Page 5)


f.
Load Hopset.  (Page 7)

NCS OPERATION (Continued)

2.
LOAD TIME.


a.
Press keyboard TIME and CLR buttons.











b.
Press number (NRS) buttons of last two digits of 



Julian date and STO:











c.
Press keyboard TIME and CLR buttons.








d.
Press number buttons for ZULU time and STO.







NCS OPERATION (Continued)

3.
CHANGE NET ID.


a.
Set MODE switch to FH/M, FCTN to LD, CHAN to 1.

















b.
Press keyboard FREQ and CLR buttons.














c.
Press number (NRS) buttons of last two digits of NET ID (IAW SOI) and STO.










NCS OPERATION (Continued)
4.
NCS COLD START NET OPENING.

If any station does not answer on channel 1, return to the manual channel; establish communications and repeat cold start.

Set controls:
FCTN - LD; MODE - FH/M; CHAN - MAN.

NCS:

(   )  THIS IS (   ) - OVER.

NET MBR:
  THIS IS (   ) - OVER.

(All net members answer.)

NCS:

(   )  THIS IS (   ) - STANDBY FOR ERF.




STORE IN 1 AND MEET ME ON 1 - OUT.

ERF net:
Press keyboard LOAD/0, 1, and 




ERF/OFST buttons.

Set CHAN to 1.

NCS:

(   ) THIS IS (   ) - OVER.

NET MBR:

THIS IS (   ) - OVER.

(All net members answer.)

NCS:

(   ) THIS IS (   ) - ROGER - OUT.

Set FCTN to SQ ON.

NCS OPERATION (Continued)
5.
PROCESS CUE CALLS.


a.
CUE displayed and tone heard.


b.
If necessary, advise net that you have a CUE call.


c.
Set CHAN to CUE and establish contact with unknown station.

NCS/ALT:
UNKNOWN STATION THIS IS (   ) - 





OVER.

CALLER:
(   ) THIS IS (   ) - REPORTING INTO





NET - OVER.

NCS/ALT:
THIS IS (   ) - MEET ME ON MANUAL 





CHANNEL - OUT.


d.
Set CHAN TO MAN.

WARNING: 

ALT NCS - Use FH/M to conduct cold start.  Reset 

MODE switch to FH BEFORE transmitting on hopset 

channel.


e.
Conduct cold start.
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