OPERATOR’S TROUBLESHOOTING CHECKLIST
If you have difficulty communicating, take the time to perform the following checks before you decide that there is something wrong with your radio.

· Ensure all the switches are properly set.

· Ensure all cable connections are tight.

· Ensure the antenna is properly connected and positioned.

· Try to verify that you have LOS with other stations.

· Change position to see if communications improve.

· If you have not heard net traffic in some time, perform 

passive late net entry.

· Ensure your radio has adequate power (especially manpack).

· Look and see if another net station is co-located in your area 

(called co-site interference).

· Determine if you are being jammed by the enemy.  If so, take 

appropriate action.

If you still cannot communicate, there may be something wrong with your radio.  However, any one of the above operator’s  troubleshooting actions may put you back into communications.  They are well worth trying.

ABBREVIATIONS USED

ALT

AUD

BATT

CECOM

CHAN

CLR

COMSEC

CT

DSN

ECCM

ENT

ERF

FCTN

FH

HF

HI

IAW

ID

i.e.

INIT

HUB

KEK

LD

LD-V

LO

LOS

M

MAN

MBR

NCS

NRS

PA

PMCS

PT

REM

RF (PWR)

RT

RV

RXMT

S

SC

SIG

SOI

SQ ON

STO

STW

SYNC

TD

TEK

TST

VOL

WHSP
Alternate

Audio

Battery

Army Communications-Electronics Command

Channel

Clear

Communications Security

Cipher Text

Defense Switch Network

Electronic Counter-Counter Measures

Enter

Electronic Remote Fill

Function

Frequency Hopping

High Frequency

High

In Accordance With

Identification

That is 

Initiate

Hold-Up Battery

COMSEC Key

Load

Load Variable

Low

Line of Sight

Medium/Main

Manual

Member

Net Control Station

Numbers

Power Amplifier

Preventive Maintenance Checks and Services

Plain Text

Remote

Radio Frequency (Power)

Receiver-Transmitter

Receive Variable

Retransmit

Standby

Single Channel

Signal

Signal Operating Instructions

Squelch On

Store

Stow

Synchronization

Time Delay

Traffic Encryption Key

Test

Volume

Whisper

53
D-53

